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SPECIFICATIONS:

1 All Evolve water conditioners are pre-factory set at medium salting. Note: influent waters must be at least 3 GPG
hardness and 80 TDS.A calcite or corsex unit may be needed for correct operation.

2 Iron removal may vary depending on form of iron, pH and other local conditions. On waters that are pre-chlorinated
or where other pre-oxidation occurs, an iron precipitate can form that is too small to be filtered.

3 The pH listed is the minimum for the influent water.
4 This is the minimum number of gallons at the continuous flow rate corrected to a 7 pH.The actual amount of pH
adjusted water may be greater.

5 Unit not tested for capacity at these flow rates.Water quality may vary.

MODEL EV1-1044  EV1-1054 EV1-1354 EV2-1044 EV2-1054 EV2-1354
1Capacity: Maximum 11,800 @ 12.4 22,600 @ 15.9 36,900 @ 21.2 20,300 @ 12.4 34,800@ 15.9 60,300 @ 26.5

(Grains/Lbs. NaCI) Medium 11,400 @ 9.3 20,700 @ 12.4 33,600 @ 15.9 19,100 @ 9.3 32,000 @ 12.4 48,300 @ 15.9 

Minimum 7,300 @ 3.2 16,400 @ 6.1 28,300 @ 9.5 11,100 @ 3.2 22,900 @ 6.1 28,200 @ 9.3

Amount of Media (Cu. Ft.) 1.0 1.5 2.5 1.0 1.5 2.5

Maximum Water Hardness (GPG) 20 30 40 40 60 80
2Maximum Iron (PPM) 8.0 10.0 15.0 8.0 10.0 15.0
3Minimum pH Required 6.5 6.0 6.0 7.0 7.0 7.0
4Total pH Adjusted Water at Continuous Flows 630 252 432 NA NA NA
5Peak Flow Rate (GPM @ P-PSI) 19 @ 15.0 17 @ 15.0 19 @ 15.0 19 @ 15.0 17 @ 15.0 19 @ 15.0

Continuous Flow Rate (GPM @ P-PSI) 9.0 @ 5.0 8.0 @ 5.0 9.0 @ 5.0 9.0 @ 5.0 8.0 @ 5.0 9.0 @ 5.0

Water Pressure Range (PSI) 25-100 25-100 25-100 25-100 25-100 25-100

Water Temp. (ºF)  33-100 33-100 33-100 33-100 33-100 33-100

Electrical Requirements (volts-hertz) 110-50/60 110-50/60 110-50/60 110-50/60 110-50/60 110-50/60

Pipe Size 1" 1" 1" 1" 1" 1"

Total Dimensions: Media  Tank 10"W x 52"H 10"W x 62"H  13"W x 62"H 10"W x 52"H 10"W x 62"H  13"W x 62"H

Brine Tank 18"W x 33"H 18"W x 33"H 18"W x 40"H 18"W x 33"H 18"W x 33"H 18"W x 40"H

MODEL EVR-1044 EVR-1054 EVR-1354 EVR-844
1Capacity: Maximum 32,000 @ 15.0 48,800 @ 21.0 72,800 @ 24.0 25,600 @ 9.0

(Grains/Lbs. NaCI) Medium 28,400 @ 9.0 44,400 @ 15.0 64,200 @ 18.0 21,600 @ 6.0

Minimum 23,600 @ 6.0 35,400 @ 9.0 53,000 @ 12.0 15,600 @ 3.0

Amount of Media (Cu. Ft.) 1.0 1.5 2.5 0.85

Maximum Water Hardness (GPG) 75 100 100 50
2Maximum Iron (PPM) 1.0 1.0 1.0 1.0
3Minimum pH Required 7.0 7.0 7.0 7.0
4Total pH Adjusted Water at Continuous Flows NA NA NA NA
5Peak Flow Rate (GPM @ P-PSI) 17.1 @ 15.0 14.3 @ 15.0 18.5 @ 15.0 11.4 @ 15.0

Continuous Flow Rate (GPM @ P-PSI) 5.0 @ 2.8 5.0 @ 3.8 5.0 @ 2.4 5.0 @ 5.4

Water Pressure Range (PSI) 25-100 25-100 25-100 25-100

Water Temp. (ºF)  33-100 33-100 33-100 33-100

Electrical Requirements (volts-hertz) 110-50/60 110-50/60 110-50/60 110-50/60

Pipe Size 1" 1" 1" 1"

Total Dimensions: Media  Tank 10"W x 52"H 10"W x 62"H  13"W x 62"H 8"W x 52"H

Brine Tank 18"W x 33"H 18"W x 33"H 18"W x 40"H 18"W x 33"H

MODEL EV1-1044 EV1-1054 EV1-1354 EV2-1044 EV2-1054 EV2-1354 EVR-1044 EVR-1054 EVR-1354 EVR-844

MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL. MIN. GAL.

Brine Refill 5:51 3 9:53 5 11:53 6 5:51 3 9:53 5 11:53 6 5:51 3 9:53 5 11:53 6 3:51 2

Backwash 12 42 12 48 12 84 12 36 12 42 12 60 8 22 8 22 10 32 6 10

Brine & Rinse 72 29 90 36 90 72 72 29 90 36 90 72 60 24 90 36 90 47 40 16

Rapid Rinse 4 14 4 16 4 28 4 12 4 14 4 20 4 11 4 11 4 13 4 7

Total 94 88 116 105 118 190 94 80 116 97 118 158 78 60 112 74 116 98 54 35
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MANUAL REGENERATION
NOTE: For softeners, if brine tank does
not contain salt, fill with salt and wait at
least two hours before regeneration. If
you need to initiate a manual
regeneration, either immediately, or the
same night at the preprogrammed time
for regeneration (typically 2:00 AM),
complete the following steps. 

For Immediate Regeneration:
Press and hold REGEN until valve motor starts
(typically 3 seconds). 

For Regeneration the same night:
Press and release REGEN (notice that flashing “REGEN TODAY” appears).

ERROR
If the display toggles between “Error”
and an error code (i.e. a number), call
a service technician and report the
error code.

BYPASS VALVE OPERATION
To shut off water to the system, position arrow handles as shown in
the bypass operation diagram below. If your valve doesn’t look like
the diagram below, contact your service technician for instructions
on how to shut off water.

REGEN TODAY MON

GPM 2:408 PM

REGEN TODAY and TIME OF DAY 
will flash alternately if a regeneration 
is expected tonight.

NORMAL OPERATION BYPASS OPERATION

QUICK REFERENCE GUIDE:

GENERAL OPERATION
When the system is operating, one
of five displays will be shown:
1. time of day/gpm
2. flow rate
3. vacation mode
4. capacity remaining
5. days to a regen

Pressing NEXT will toggle between
the three choices.

TO SET TIME OF DAY
In the event of a prolonged power outage, time of day flashes,
indicating that this needs to be reset. All other information will be
stored in memory no matter how long the power outage.

1. Accessed by pressing SET CLOCK

2. Adjust hours with + and — buttons, AM/PM toggles at 12
3. Press NEXT

4. Adjust minutes with + and — buttons
5. Press NEXT

6. Adjust current day with + and — buttons
7. Press NEXT to complete and return to normal operation

ON VACATION

NO

DAYS TO A REGEN

GPM 38

CAPACITY REMAINING

GPM GAL16008

FLOW RATE

GPM8.0

TIME OF DAY MON

GPM 2:408 PM

CURRENT DAY

SET MON

TIME MINUTES

SET

TIME HOUR

SET 2:00 AM
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ADJUST HARDNESS, DAYS BETWEEN REGENERATION, TIME OF REGENERATION AND ALARM BUZZER
For initial set-up or to make adjustments, please complete the following steps.

1. Accessed by pressing NEXT and + button simultaneously

2. Adjust hardness using + and — buttons

3. Press NEXT

4. Adjust days between regenerations using + and — buttons

5. Press NEXT

6. Adjust time of regeneration hour with + and — buttons,
AM/PM toggles at 12.

7. Press NEXT

8. Adjust time of regeneration minutes with + and — buttons

9. Press NEXT

10. Turn service alarm time ON with + and — buttons. By
pressing these buttons, you can immediately set duration
of time. Default is OFF.

11. Press NEXT

12. Turn service alarm gallons ON with + and — buttons. By
pressing these buttons, you can immediately set duration
in gallons. Default is OFF.

13. Press NEXT

14. Turn alarm buzzer ON or OFF with + and — buttons.

15. Press NEXT

16. Adjust alarm buzzer start time with + and — buttons.

17. Press NEXT

18. Adjust alarm buzzer end time with + and — buttons.

19. Press NEXT to complete and return to normal operation.

ALARM BUZZER START

SET 6:00 AM

ALARM BUZZER END

SET 8:00 PM

SERVICE ALARM GAL

SET OFF

SERVICE ALARM GAL

SET 100GAL

SERVICE ALARM TIME

SET OFF

SERVICE ALARM TIME

SET 1.25 YR

REGEN TIME MINUTES

SET 2:00 AM

REGEN TIME HOUR

SET 2:00 AM

DAYS BETWEEN REGEN

SET 6

WATER HARDNESS

SET 20 GR
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